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 DENOMINATION:  AISI 304 STAINLESS STEEL 
 

  TECHNICAL SPECIFICATIONS:
AISI 304 stainless steel tight distribution boxes, with 
screws, and connection to earth included. Depending on the model installation plate is 
integrated including 2/4 holes M5 to 
- Material:  

• 1.4301 (AISI 304) stainless

• Thickness: 1
- Mechanical features: 

• IP66 UNE 20324

• IK 10 UNE 20324 
- Union-top box: using 
and FDA (Food and Drugs Administration) requirements.
- Temperature range of use: 
- Easy cleaning.  
- Brushed satin surface.
- Installation plate: 2.5 mm thick FeZn Steel. (see models)   

  TABLE OF MEASURES:

 REFERENCE A(mm) B(mm)

 041CDIM264 90 90 

 041CDIM265 90 140

 041CDIM266 100 160

 041CDIM267 160 160

 041CDIM268 200 200

  SKETCH: 
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TECHNICAL SPECIFICATION 
DENOMINATION:  AISI 304 STAINLESS STEEL TIGHT DISTRIBUTION BOXES

 

TECHNICAL SPECIFICATIONS: 
AISI 304 stainless steel tight distribution boxes, with top cover fixed to box by 4 

, and connection to earth included. Depending on the model installation plate is 
integrated including 2/4 holes M5 to fix it to wall.    

1.4301 (AISI 304) stainless Steel. 

1 mm.  
 

IP66 UNE 20324- EN 60529:1997-06 / EN 60529 A1:2000

IK 10 UNE 20324 – EN 60529: 1997 -06. 
: using four M4 screws. Lid with silicone gasket to ensure water tightness

and FDA (Food and Drugs Administration) requirements. 
Temperature range of use: -60ºC to +200ºC. 

Brushed satin surface. 
Installation plate: 2.5 mm thick FeZn Steel. (see models)    

TABLE OF MEASURES: 

B(mm) C(mm) 
Weight 

(kg) 
Packaging 

(units) 
Fixings 
(units) Cod EAN 13

 90 0.5 1 2 8435179009172

140 90 0.8 1 2 8435179009189

160 100 1.1 1 2 8435179009196

160 100 1.5 1 4 8435179009202

200 100 2.2 1 4 8435179009219
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cover fixed to box by 4 stainless 
, and connection to earth included. Depending on the model installation plate is 

06 / EN 60529 A1:2000-06 

to ensure water tightness 

Cod EAN 13  

8435179009172  

8435179009189  

8435179009196  

8435179009202  

8435179009219  
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