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TECHNICAL SPECIFICATION:
- Material: AISI 304 stainless steel (14301) tubes welded according to EN 10296-2.
- Diameters according to EN 60423
- Classification according to EN 61386-1 and 61386-21:
- Caodification: 555711674010
- Resistance to compression: Very strong (>4000 N).
- Resistance to impact: Very strong (>20 J a —45°C).
- Temperature range: -45 +400°C.
- Resistance to bending: Rigid.
- Electrical characteristics: With electrical continuity characteristics
- Protection against ingress of solid objects: Dust protected (IP5X).
- Protection against ingress of water: Spraying water (IPX4).
- Resistance against corrosion: High protection inside and outside. Level 4.
- Resistance to flame propagation: Non-flame propagating.
- Resistance to loads: non declared feature.
- Satin finished surface.

SIZES:
REFERENCE DESCRIPTION OLS‘II'AS'\I/IDE INS(IjDE DIAM. | LENGHT | THICKNESS.
(mm) L (mm) E (mm)
D (mm)
061CARMI020 | ARMET INOX BEND M20 20+0/-0,3 18 186 1,0
061CARMI025 | ARMET INOX BEND M25 25+0/-0,4 23 198.5 1,0
061CARMI032 | ARMET INOX BEND M32 32+0/-0,4 29,6 232 1,2
061CARMI040 | ARMET INOX BEND M40 40+0/-0,4 37,6 287 1,2
061CARMIO50 | ARMET INOX BEND M50 50+0/-0,4 47 351 1,5
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